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TOUCH SCREEN SYSTEM

THE TITAN 150 HIGH PERFORMANCE
TERMINAL IS SUITABLE FOR THE MOST
DEMANDING POS APPLICATIONS.
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© INDUSTRIAL QUALITY LED DISPLAY
15" TRUE WATERPROOF FLAT FRONT PANEL.

m INTEL CELERON 1.8GHZ PROCESSING
POWER.

® TOOL-LESS DESIGN, PROVIDES EASY
INSTALLATION AND MAINTENANCE.

= STYLISH DIE-CAST ALUMINIUM BASE. o

= INTERNAL POWER ADAPTOR.

® ULTRA SLIM MSR (OPTIONAL).

m SMALL FOOTPRINT.

= VESA WALL MOUNTABLE.
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TOUCH SCREEN SYSTEM

THE TITAN 150 HIGH PERFORMANCE
TERMINAL IS SUITABLE FOR THE MOST
DEMANDING POS APPLICATIONS.

TRUE
FLAT
SCREEN
LED TOUCH
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True Flat Screen LED
Touch Screen System.

SAM&S TITAN 150 TRUE FLAT SCREEN TOUCH SCREEN SYSTEM

SYSTEM CPU Intel Celeron M1037U 1.8Ghz.
MEMORY DDR 111 2 Slots (up to 32GB).
HDD SATA-I1 2.5 Inch 1 Slot.
LAN 1x10/100/1,000Mbps.
DISPLAY LCD 15 Inch TFT LCD, LVDS, 1024 x 768 (XGA). Back Light Type LED.
TOUCH 5 Wire Analog Resistive. Normal Touch & True Flat Touch.
INTERFACE SERIAL RS-232C x 4 Ports (3 x 9P DSUB, 1 x RJ45).
(BV/12V BIOS Selectable).
PARALLEL 1 Port.
USB 6 Ports.
VGA 1 Port.
DRAWER 1 Port (12V or 24V Selectable).
AUDIO 3 Ports (Line In & Out/Mic In).
POWER ADAPTER 150[W] SMPS.
INPUT/OUTPUT | Input AC100~240V/50~60Hz, Output DC 12V/5A.
08 Windows XP, WE POS, POSReady 2009, POSReady 7.
OPTION MSR, CFast Memory Slot, Dallas Key or Finger Print Reader,
Wall Mount, Customer Display (20C2L VED, 7 Inch, 9.7 Inch,
15 Inch LCD Monitor).
DIMENSIONS 350(H) X 240(D) X 365(W)mm
KEY FEATURES & OPTIONS - s >
Intel Atom M1037U 15" TFT LED, LVDS OPTIONS INCLUDING: T = -

1.86Ghz + NM10 Fanless

1024 x 768 (XGA LCD) Samds 2-Line VFD

Noise-Free Fénless CPU as Standard.

Processor. 5 Wire Analogy Resistive Customer Display.
DDRIII 2 Slots 2GB Touch. Samds 9.7" Rear LCD
Memory up to 4GB. Windows POS Ready 7. Customer Display. V/E@\ £ windows”

SATA-I1 2.5 320GB.
1 x 10/100/1000 Mbps LAN.

Use either the 2-Line VFD or 9.7” LCD Rear Customer Displays

for advertising and promotions.

Magnetic Dallas (Option).
MSR Reader (Option).

SSD Optional.
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YOUR AUTHORISED SAM4S DEALER IS:-

SAM4s
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